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Introduction

2. Introduction

Dear customer, thank you for choosing the TT-Media Center software.
This user guide will help you use the extensive and fascinating functions of this software.

2.1 Features

» Display, record and playback of TV and radio programs

» TimeShift TV recording capability

» Easy to use graphical user interface

e Current program information (EPG now/next)

+ Extended EPG

* Individual program guide based on EPG information

» Easy to use timed recording features

»  Automatic and manual channel search

» Teletext support with search and print capability

e Support for 4:3, 4:3 Letterbox, 16:9 and 2.21:1 video format (PAL only)
« MPEG-2 digital, HDTV and fully DVB compatible (ISO/IEC 13818-2, -3)

2.2 Requirements

* CPU Pentium with 733 Mhz or better

* 128 Mbyte RAM

e 64 Mbyte free herdrive space

+ PCl sound card

« PCI/AGP graphics crad with at least 32Mbyte RAM

» 1 free USB2or PCI slot (depending on your TV equipment)

*« CD-Rom drive for softwareinstallation

For HDTV:
CPU: 3,4 GHz Pentium 4 / 2,2GHz AMD 3500+ or better
Dual Core Pentium 4 D820 / Dual Core AMD X2 3800+
Graphics card ATl X1800 / X1900 or NVidia 6600GT / 7600GT

This indications are for HDTV (1080i / MPEG4 (AVC/H.264)). This function is only usable with DVBS2
hardware.
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3. Software and driver intallation

3.1 Device driver

1. If you have purchased a PCI card, turn off the computer and install it into a free PCI slot. If you purchased
a USB receiver instead, you can leave the computer powered up. Simply connect the device with the
supplied cable (and mains adaptor in case of USB boxes) to the computer.

2. Turn on your pc and log in with your username and password. Please note that you need administrator
rights to perform the installation procedure.

3. The operating system automatically detects the new device and prompts you to install a suitable device
driver. Insert the supplied cd-rom in your drive. The suitable driver information as well as the device
drivers are located in the root directory of the Installation-CD.

4. In the case that further information should be necessary for installing specific devices you may find a
detailed installation guide in the product's packaging.

5. After installing the device driver, you may have to restart the pc.

Note:

Our products are supplied with the BDA version. Maybe you have to open the ,Driver Cleaner” to install the
device driver.

Insert the installation CD to open the ,Driver Cleaner”. Open the file ,drivercleaner.exe. Choose your
product and start the driver reinstallation with the button ,remove“. Restart your PC.

If you still could not install the driver, we suggest to execute the ,Driver Cleaner® with all products again.
Restart your PC again.

3.2 Application Software
1. Open Explorer and start the installation procedure by double-clicking the ,Setup.exe” file in the cd-
rom's root directory.
2. Inthe following dialogue window please choose the entry ,TT-Media Center®.

3. The software installation begins and you are prompted to choose a language for the installation.
Choose a language and click “Next“.

4. Wait until the installation is complete, then exit the setup program by clicking “Finish®.

You can now start the TT-Media Center using its start menu entry.
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& Setup E|

TT Media-Center

for products with BDA-driver

Zancel I

Start dialog

The TT-Media Center enables to use two appliances of the same family (f.e. 2x DVB-S or 2x DVB-T)
coincidentally. You will be asked to choose the appliances when you first start the TV Software. Please
choosed both appliances in arbitrar sequence and confirm with ,OK".

BIVA Devices

{* 1, Device 2. TechnoTrend BDW/DYE-5 Tuner

2. Device

(8]:4 el |

You will come to the next dialog about the arrow symbol. There you will be asked about a certain hardware
combination to erect a own link on your desktop. If you start the TT Media Center with this link the saved
hardware will be used and the start dialog will not be shown again.
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BIVA Devices

—Create a Sharkouk:
" 1, Device LSE 2.0 BD& DVE-5 Tuner j
f* 2, Device 2. TechnoTrend BDAJDVE-S Tuner j
Sharkcuk name:
I Dual|
(8] 4 Ly Creake Shorkouk
Note:

You can run multiple copies of the TT-Media Center at the same time, for example if your pc is fitted with
more than one tv card. In this case you will be able to choose from a list of available hardware. If no
hardware is currently available, you can only use the TT-Media Center's playback function to access your
prerecorded videos.
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4. The TT-Media Center software

4.1 First steps

The settings symbol can be found on the left side of the program window.

2

Open the “Record” tab and select a directory for storing recorded programs. Be sure that the drive you
choose has enough free space to store your recordings, as a record may be aborted if it runs out of free
disc space. The default storage location is the directory “C:\Documents & Settings\TechnoTrend\". Videos
use the subdirectory “My Videos®, radio recordings use “My Music®.

4.2 Control elements

lIn this chapter you can find an overview over the various TT-Media Center functions and learn about how to

operate them.
Note:

The TT-Media Center uses a combined operating concept. Most of the important functions can be accessed
with the mouse as well as with keyboard hotkeys. A list of hotkeys is included in the quick reference guide.

The TT-Media Center interface consists of three windows surrounded by a horizontal and a vertical button
bar. The list window as well as the info window can be hidden at the push of a button. This is done using the

iz ang 1 symbols.
Note:
You may change each of the windows' sizes by dragging their horizontal or vertical borders with the mouse

cursor. The window size is stored upon exiting the application. If you reduce the window's size too much, not
all of its content will be displayed anymore. This also concerns symbols on the button bars.



The TT-Media Center software

4.3 TV-window

This window shows the channel's current TV program. It is also used to playback previously recorded videos.
In radio mode the window remains empty.

o TT-Mediz Centar ' " | 1E | rl_‘ } —_ D

Digital TV
ARD
CHNM

RTL
RTLI

CMM

Das Erste
EuroSport
Program 001
Program 014
Program 029
Program 032
ZDF
Videa In
- Composite
11:00 LARRY KING "~ S-Video
12:00 BUSINESS INTERNATIONAL e e
Meine Musik
Meine Videos

4.4 Info-window

Here you can find information about the program. In addition to channel name, video and audio format and
current time, the title of the current and following broadcast are also displayed along with a short description.

The broadcast information is only available on some channels (pink). You can also find the status of Dolby
Digital and H.264 here.

16:9 09:43:20

Doctors

Keseping The Peace: Helen is worried that a flu p
Murder, She Wrote

We're OFf To Kill The Wizard: Jessica takes her

When watching a previously recorded broadcast the info window instead shows the record's title, which is
composed of the channel nhame and the record date and the current time. A progress bar and a digital

display represent the running time and total running time, as well as the current playback position inside the
record.

S I

00:58:03/03:12:49 Wiedergabe
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4.5 Channel list

Using this window you switch between different channels, select recorded files for playback or access your
camcorder that you connected to the TT-budget card. In addition you can change each channel's name and
add your favourite channels to a favourites list.

The channel list contains separate entries for analog and digital channels, external devices and multimedia
files. A (+) sign next to an entry indicates another level of hidden entries. Clicking the (+) sign with the left
mouse button expands the view to show those entries.

Digital TV
As an alternative to using the mouse, you can also use the cursor ARD
keys on your keyboard to navigate the channel list. Pressing the +/- CNN
keys displays and hides additional entries. '
In order to switch to a channel, simply left-click its entry in the CNN Radio
channel list or select it with the cursor keys and hit enter. The entry & MTVNetworks
is then displayed in red. :
pay ProSiebenSat. 1
Right-clicking an entry opens a context menu with the following RTL
options: RTLWorld
1. Favourite UPCD'r?Ct
XtraMusic
Adds the channel to the favourites list. Learn more about favourites ZDFvision
in chapter 6.4.2 Favourites. Analog TV
2. Rename CNN
Das Erste
Changes the name for the selected entry. EuroSport
3_ Language Pl’Ogl"am 001
Program 014
Selects between the available audio streams of a program. This Program 029

feature can be used to choose a different audio language for

broadcasts which provide multiple language support. Program 032

ZDF
= "~ Video In
- Composite
- S-Video
Multimedia
My Music
My Videos

Favorite
Rename

® Audio stream: 1

Audio stream: 2

You can remove individual entries by selecting one with the cursor keys and pressing the delete key on your
keyboard. Please note that there is no confirmation dialogue — the entry is deleted instantly.

Additional information about every entry is available by holding the Ctrl key and right-clicking an entry in the
channel list.

Please note that analog channels (only with the TT-budget T-3000) are simply called “Program 001 etc. and
don't receiver proper channel names. You can use the rename function to change those names.
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Note:

Leaving the mouse cursor on top of a button for a short time will display a tooltip explaining the associated
function.

Note:
Your channel list is stored in the directory \Documents & Settings\<Username>\ Application

Data\TechnoTrend\Media-Center\ in the file TreeList-x.bda. Should you want to create a backup of the
channel list you can simply copy this file and restore it to this location if need be.

4.6 Control bar (horizontal)

This control bar contains buttons for recording control, volume settings, window size and position as well as
exiting the TT-Media Center. The individual buttons are grouped by their functionality:

Note:

If one or more buttons aren't displayed, there probably isn't enough space left on the control bar. Use the
mouse to resize the application window or use the maximise button.

4.6.1 Exit program

i
. Close

Stores the current window settings and exits the TT-Media Center.

4.6.2 Record control

. J Record (space)

Starts recording the currently selected channel. Analog channels are recorded with the currently selected
resolution. (see chapter 9 Recording function).

. > Play

Starts playback of a previously recorded program. Stops the fast forward / rewind mode and continues
with playback.

. 44 " Fast forward/Rewind

Advance forward/backward within a recording with three different speed settings. Click repeatedly to
change speed.

. ‘l Pause (p)

Interrupts playback. Clicking pause again resumes at the same place.

. ‘ Stop Stops playback.

10
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. o Timeshift

Starts recording in timeshift mode. A new video window is created showing recording progress. Clicking
timeshift again terminates timeshift recording and returns to TV mode.

4.6.3 Volume control

&) g e

Disables audio volume. Clicking mute again reenables audio at the previous level.
L
i l Decrease/lncrease volume (Numpad +, ¥)

Note:

Setting the volume directly is possible by clicking and holding the mouse button. Clicking repeatedly sets the
volume in several small steps.

4.6.4 Picture in picture (PIP)

«u uTransfers the current TV image to a new window.

1

- Exits the picture mode and closes all video windows.

4.6.5 Window control

. Fullscreen ()

Hides the control elements and shows the current program in fullscreen. Double- clicking or pressing the f
key exits fullscreen mode.

. )? Always on top

Prevents other windows from overlapping or hiding the TT-Media Center.

. Minimize
a——— |

Reduce the TT-Media Center to an icon in the windows task bar.

. D Maximize /Restore

Maximising uses the entire screen to display the TT-Media Center. Clicking the button again restores the
window back to its previous size.

11
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4.7 Control bar (vertical)

This control bar contains buttons for configuring the TT-Media Center, as well as managing media files and
the favourites list.

4.7.1 Display

'. I. Docking-Mode (d)

While docking is active the control bar is anchored to the TV window. By disabling docking mode both the
TV window and the control bar can be freely positioned on the screen.

Right-clicking the TV window opens the following context menu:

« Dock window:
Activates docking mode. Control bar and TV window will be anchored again.

« Controls:

Shows or hides the control bar.
« Window on top:

Prevents other windows from overlapping.
« Show/Hide all PIP:

Shows or hides all active PIP windows.

« 1 Info-window )
Shows or hides the info window.

ﬁE Channel list ()]
Shows or hides the channel listte.

FEI Turn off/on picture
Sound goes on but the current TV picture turns off to enload the PC.

1= Electronic Program Guide EPG
Shows or hides the EPG window for the current channel.

Program magazine
Shows or hides the program magazine.

Note:

If you have hidden the info window or the channel list it is not possible to move them into other positions.
Open the info window or the channel list again to move them into the wanted size.

12
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4.7.2 Settings

Teletext

[

Opens the teletext window for the current channel. Please note that not every channel broadcasts teletext

information.

E

. Sleep-Timer

Starts the 30 minute Sleep-Timer. Each click on the button increases the timer duration by another
30minutes.

. ‘ Settings

Opens the settings window where reception properties, TV image size, OSD language and many more
options can be configured..

. 0 Record-Timer

Opens the window for time controlled recording. Here you can select date, time and channel for a
recording or organise daily / weekly recordings.

. H Channel search

Starts the channel search. You can choose either digital or analog search from a dialogue window.

-yl Open media file
a

Opens any media file. Only file formats supported by Windows Media Player are available for playback.

. ‘ Cl Setup

Opens the Cl setup. If this Button turns red a CAM is in the card. If not, this buton turns pink.

4.7.3 Channel selection

- 0% Toggle

Changes back and forth between the current and the most recent channel.

o — + +/- (numpad +, -)

Advances to the previous/next entry in the channel list.

S
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4.74 List management

. , Favorites

Switches the channel list from regular view to favourite view and back. The favourites list contains every
channel you previously marked as a favourite.

3] ?:i
o List view
. Oy

‘_.-"‘- Radio channel

r’j TV channels

~w Analog channels

&= Encrypted channels

These four symbols each represent a distinct type of channel which is displayed in the channel list. By
clicking on a symbol, the corresponding entries are removed from the channel list. For example if you
deactivate the key symbol , only unencrypted radio and TV channels are displayed in the channel list.

Note:

If your channel list doesn't contain any entries, you may have deactivated all four symbols thereby removing
all channels from the list. It is also possible that you have activated the favourite list but you do not have
marked channels as favourites.

14
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5. Channel search

The channel search enters every available TV and radio channel into a channel list, which becomes
available after the search is completed.

In order to start the channel search, simply click on the search button (see “Settings®).

5.1 Analog channel Search (TT-budget T-3000 only)

Please seect a channel search type:

(" Search For analog channels

* Search tor digital channels

...............................

K Cancel

...............................

After clicking OK, the channel search window opens where you can adjust several settings.

In order to search for all channels
(recommended setting), simply click the

channel search button. If you want
All channels v annel ndex = to limit the search to a single channel, uncheck
e the “All channels® setting and use the arrow
j buttons to select
Channel search | a channel index.
Result: If you want to delete you current channel list
prior to the search, you can do so by selecting
Delete obsolete channels B “Delete obsolete channels®.
After the search is completed, you can close
Cancel | the window by clicking “OK®.

5.2 Digital channel search

We recommend using the “All frequencies” setting for the digital channel search. Only uncheck this setting
you are searching for a specific channel of which you already know the frequency, inversion, bandwidth
modulation parameters.

The digital search also allows you to automatically delete your current channel list. Check the “Delete
obsolete services® setting in order to do so.

Start the channel search by clicking on “Channel search®.

15
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Note:

Choose the modulation setup DVB-S2 only for search on DVB-S2 transponders.

Digital Search }

LMEfSatelite
||: 19,22 E) Astra 1B, 1C, 1E, 1IF, 1G, 1H, 2C ﬂ v Fask scan

DYE Station) Transponder

Freguency [kHz]: | J Inversion: | J

Puolarisation | J

v Al Frequencies Maodulation: | J
Search resulk Signal stakus

Level INRNEREE
Progress: Quality ....l...l

| Delete obsolete services Lock, l

| Stark channel search Exit |

While the search is active, a status bar keeps you informed about the search progress. In addition, the
number of channels found as well as the signal level and quality are also shown.

After the search is completed, you can close the window by clicking “Exit®.
Note:

If you exit the channel search precociously all founded channels will be registered in the channel list
automatically.

Note:

Depending to the appliance the channel search dialog can be different.

16
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6. TV / Radio operation

The software's main function is the reception of TV and radio channels at your PC — therefore the TT-Media
Center concentrates on making this function as easily accessible as possible!

Use your mouse cursor to select an entry from the channel list and without any further action you have
already switched to that channel. The current channel is highlighted in red colour.

TV and radio channels are both handled in the same way.

6.1 Organizing channels
Die einzelnen Programme sind in der Senderliste nach folgendem Muster sortiert:

-Digitale Services: Programme werden nach Zugehdrigkeit zu einem Provider sortiert.
Jeder Provider stellt einen eigenen Unterpunkt in der Senderliste dar.

CNN

CNN Radio

Favoriten

Gefallt Thnen ein Programm besonders gut, so kénnen Sie es in lhre Favoriten-Liste aufnehmen. Klicken Sie
dazu einfach mit der rechten Maustaste auf dessen Eintrag in der Senderliste und wahlen die Option
»Favorit“ aus dem Kontextmenu.

Der Eintrag wird nun durch besonders fette Schrift hervorgehoben.

Die Favoriten bieten lhnen die Méglichkeit, eine Liste mit den flir Sie interessanten Sendern
zusammenzustellen. Die Bedienung wird dadurch noch einfacher — schlie3lich brauchen Sie nicht lange
nach einem bestimmen Sender zu suchen.

Sie kénnen die Reihenfolge der Sender innerhalb der Favoriten-Liste andern, indem Sie einen Sender mit
dem Mauszeiger an eine andere Position ziehen. Durch diese Aktion erhalten alle Favoriten zusatzlich eine
Positionsnummer die mit den Zifferntasten der Fernbedienung direkt angewahlt werden kann.

Die Eintrage ,Meine Videos® und ,Meine Musik* kdnnen wahlweise

Das Erste ebenfalls zu Favoriten gemacht werden.

EuroSport

Fritz
Hottest Hits Um sich lhre Favoriten-Liste anzeigen zu lassen, klicken Sie auf das

hr2 Favoriten-Symbol in der Steuerungs-Menlileiste ’

MTV Central
RTL Austria
VH1 Classic

Note:

The last shown channel will be the first when you start Media Center the next time.

17



TV / Radio operation

6.2 Fast channel change (Swap)

In order to change back and forth quickly between two channels, the easiest way probably is to use the
toggle unction on the control bar.

You can also use the cursor keys on your keyboard to navigate the channel list and then use the enter key to
change the channel.

If you just want to browse through the channels, using the buttons on the control bar to advance a
single channel forward or backward can be useful. You can also use the + / - keys on your keyboard
numpad.

6.3 Audio-Format

Some channels broadcast their program using the AC3 format in addition to the regular stereo audio. The
additional surround sound information is transmitted in separate audio streams which can improve sound
quality drastically. You can recognise if a program is also available in the AC3 format by the double d-symbol
“DD*® which is displayed in the info window right next to the current time.

In order to switch from stereo sound to AC3 or back, you can simply click on the “DD* symbol. When stereo
sound is active, the symbol is displayed in white. When AC3 sound is active, the symbol is orange instead.

6.4 Sleep-Timer

The sleep-timer functions like a 30 minute countdown. Click the symbol to activate the sleep-timer. Each
additional click adds 30 minutes to the timer's duration up to a maximum lenght of 360 minutes.

You can observe the timer counting down in the info window. Upon reaching zero it will automatically shut
down your PC.

]
Push the J button with the right mouse key to stop the timer.

18
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7. Teletext

The teletext informationen that many channels offer in addition to their programs can be displayed in parallel
to the current TV program. Clicking the teletext button on the control bar opens the teletext window which is
controlled by the buttons on its right side.

Page control: e E]'E
Fage control -

- Hold im
Prevent the current page A T
from S TR
changing whenever an
update is « [0 =] s
received. —L a—T

spage |
.« ?2?7? Fiemute caniml
Access hidden text.

Opeialion

- 100 Erd.
Open teletext page 100 --E-Ef’“—-—_-E—"r-‘—l
(start page). Sae | M|
- Forward |

Hsb |
Move forward through the Clse |
list of already viewed pages. -—
(history)
- Back

Move backward through the list of already viewed pages. (history)

- << 100 >>

Enter a specific page number or advance one page backward / forward.
. <<0>>

Select a subpage, advance through subpages.

- Close

Closes the DVB teletext window.

Note:

Clicking a 3-digit number in the teletext window will access the corresponding page.



Teletext

Operation:
« Copy Copy the current page to the clipboard.
- Save Save the current page as an HTML document.

« All Save all pages as HTML documents.

20
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8. Electronic Program Guide (EPG)

The electronic program guide gives you an overview of the current program on each of your channels. It also
includes a preview for the following days. The EPG is available in two variants:

8.1 Extended EPG

Here you can find information about the channel currently tuned in. You can create additional columns for
further channels.

Use the number symbols to control the number of columns. Every click adds another column for a new
channel.

The TV symbol changes between TV and radio channels.

The list allows you to choose from the channels you have already watched after turning on your PC. If a
channel is not included, there is no EPG information available on it at this moment.

-
# T Electronic Program Guide (EPG) W

III BBC Prime {engl)
LR 4 | - 09:30 What Not to Wear

01:00 | Menopause
BBC F"lime [engl]
BBLC Prime 10:30 Passport to the Sun (4)
Boomerang o030
CHBC Europe [engl)
Detski Mir 11:00 To Buy or Not to Bu
Extreme 5ports [engl] 00 45 Dil‘:kFer'|:=:ﬁ|=eaﬂ'l o
kabel eins clazsics — —_

Sat.1 Comedy . -
TCH Classic Movies (engl) |1"1|4:5 I;'J:t:i::fﬂkESt Link (41)

Toon Dizney [engl]
12:30 Blackadder the Third

0030 | Digh and Dighonesty

13:00 Blackadder the Third

0030 | Ink and Incapahility

13:30 Kiss Me Kate

0030 Drad

14:00 Ballykissangel
01:00 | In the Can

15:00 Casualty
01:00 | And the Bride “woaore Red

16:00 | Cash in the Attic

0030 Cr el

21



Electronic Program Guide (EPG)

8.2 Program magazine

Includes all channels in a single window. The individual programs are sorted by channel names and week
days. Channels that are to appear in the program magazine have to be added in the EPG settings dialogue.

- Browse

You can browse through the magazine's columns by using the << and >> symbols.

 Refresh program information

Use this to refresh the program magazine if there hasn't been an update for a longer period of time.

You can also use the “EPG Updater* to make the EPG refresh its content automatically.

« Nowon TV

Provides a list of programs currently running.

- Settings

Adjust the program magazine's settings. The following functions are available in both EPG variants:

« Choose timeframe

Select a time from the drop down menu. The program magazine will only display broadcasts that begin

after this time.

e Print

Output the currently visible part of the EPG on your printer.

*TElectronic Program Guide (EPG)
BBC Prime (engl)

Passport to the Sun (4)

To Buy or Not to Buy
00:45 ath

11:45 | The Weakest Link {41)
00:45

Blackadder the Third

and

Blackadder the Third
Ink and Incapability

Kiss Me Kate
[iad

Ballykissangel
Ir the Can

Casualty
And the B rid Fed

Cash in the Attic
|

Garden Invaders
coventny

Flug Itl

CNBC Europe (engl)

00:00 No programme information
0 available

Wednesday 2006/09/20

No programme information
available

Thursday 2006/09/21

00:00 No programme information
! available

Friday 2006/09/22

No programme information
available

0100

14:00
0100

16:00
0100

Extreme Sports (engl)

Ride Guide Mountainbike
Show

Mobile Skate Park Tour
European Jetski
Championships

Experience: Surf Profile
Munro

Basque Country

LG Action Sports 2005

Drive Thru

Alta Rezia

Genex

LG Action Sports 2005

Mobile Skate Park Tour

The Groms Tour America

Alta Rezia




Electronic Program Guide (EPG)

Switch to timeview

All TV shows shown from a determined time.

# Electromic Program Gunde (EPG)

CNBC Europe {engl) 00:00 Mo programme information available
24:00

BBC Prime {engl) 10:30 Passport to the Sun (4)

Extreme Sports {engl)

? =

Setup

Here you can change the EPG setup.
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Recording function

9. Recording function

The TT-Media Center has a recording function which can be used to record analog and digital TV and radio
programs.

9.1 Record
Select a channel from the channel list and click the record J button on the control bar.

The channel is recorded in the current video resolution and stored in the predefined directory. You can
change these settings by clicking the symbol ‘- on the control bar.

The record title is determined by adding the current date to the channel name. On digital channels which
provide detailed program information, the actual event title is used instead of the channel name.

Push the record J button again to stop the recording.

Note:

Video and audio data from digital channels is saved to your hard drive using the MPEG-2 format. Please
make sure that enough free space is available on the target drive, as digital programs can reach data rates

of several Mbit/s. A common 4 Mbit/s video stream for example uses about 30 Mbyte per minute, which
translates to 1,8 Gbyte per hour.

Note:

You can unload your PC when you put the I-EI button during the program records.

Note:

During a recording it is not possible to change the channel.
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Recording function

9.2 Time controlled recording

In addition to the manual recording mode you can use the record timer to pre-program your recording
session.

Open the record timer window by clicking the a symbol.

Time controlled recording W
lead time {rin): Follow-up time Timetable
=1 —= | Change |O|:ut|-:|r|s: J
once -
Skarks Firish: Date:
Moizio0 -+ [mtwoo < |18.09,.2006 - o
-
Filter:
ELEEE O .
- [
Skation:
-
|CNBC ELRGPE (ENGL) -
-
File::
| L
File apkion: after this timer daoing Following action:
|retain ﬂ |n:||:use the application j
Sheduler : Dthi g |
‘close the application 1 add |
YRR put the PC in Standbey
shutdown the PiC
Passwaord: Ii put the PC in Hibernate |
| Save Password
Zancel |

Begin by selecting the record's date and time. You can also select lead or follow-up time as well as the
repetition timetable:

Once

Only record on the specified time and date.

Daily

Record at the specified time on every day of the week.
Weekly

Check the day of the week on which to record.
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Recording function

Filter settings:

The filters can be used to control which channels are available for recording. This works in the same way as
the channel list filter control.

S~ Radio, TV and analog channels

h * Encrypted channels and favourites
Station:

Proceed to select a channel from the list. There are also entries for S-Video and composite in order to record
from external devices. The “EPG-Updater” is not a regular channel. It is used to make the EPG update at a
specific time, for example during the night, in order to have updated EPG information available on the next
day.

After selecting a channel, the EPG window for the specified channel opens and you can click on the program
you wish to record.
File:
If you wish to use a different directory to store the recording, you can select a new location and file name
here.
File option:
You can choose one of two storage methods:
1. Retain

Your previous recordings under the same filename are retained. New recordings receive a suffix of
the form “Filename_001*“.

2. Overwrite

New recordings using the same name as a previous one will overwrite that recording. This storage
method can be useful for daily news recordings you don't wish to archive.
Note:

You can choose a different storage method for every time controlled recording. That makes it possible to
overwrite the daily news, but to archive the weekly series.

Following action:

Here you can choose the following action, done after the timer. You can choose between this following
actions:

® do nothing
computer and software go on
® close the application
TT-Media Center will be closed
® put the PC in Standby

Application will be closed and the computer turns into Standby
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Recording function

® shutdown the PC

Application willl be closed and the computer turns of

® put thePC in Hibernate
Application will be closed and the computer turns into Hibernate.

Note:
We suggest to move the PC into Hibernate after the timer. The current consumption is at the lowest and
following timers are possible.

Appliaktiun End 1

Die Applikation wird in
3
Sekunden geschlossen

abbrechen

10 Seconds before record ending a countdown window starts. You can cancel the following action and the
application goes on as regular.
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Recording function

Timer summary:

In order to start the recording at the correct time, the record timer accesses the operating system's scheduler
and automatically starts the PC. If your PC is part of a domain, it is necessary to register with the domain
server upon starting the PC. Use the account and password fields to enter your logon information in this
case.

Note:

Please make sure that the PC stays connected to the mains supply if you wish to use the time controlled
recording function. If you use the power switch on your PC's power supply or on a multiple socket outlet to
disconnect the mains supply, the scheduler will not be able to start the PC at the preset record time.

Click the ,“Add“ button after the record settings are complete to activate the record timer. You can now
program additional recordings or close the record timer window.

For a timer — conclussion you have to push the a symbol with the right mouse button.

In this window you can delete entries or change the programed settings.

Bl Timer summary

weekday | Start kime End k... | Channel | File:
Monday 158.09,2006 - 10:20 10:30 MBC Europe (engl) F:i\WideoCMBC Europe

Iil 111 [i]

Delete | Change F oK ancel |

.................................
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Recording function

9.3 Timeshift

The Timeshift function allows you to simultaneously record a program and also playback that recording. The
program being recorded is moved to a smaller window while the main window is used for playback.

This function is especially useful in the following cases:

1. You are recording a program with the record timer because you expected not to be at home in
time to watch it yourself. However you return earlier than expected and would like to to watch the
recording before the program has ended.

This is how you proceed:

With the recording still in progress you click the “Timeshift* button. This creates a new smaller video
window in which the recording continues. The main window shows the beginning of the

recorded program, which is currently paused. The timeshift button is blinking, indicating that the
timeshift feature has been activated. You can now watch the recorded program as descibed in the
chapter “Playback” while the timer finishes recording. The small record window disappears upon
pressing “Play“ and reappears if you press the “Pause” button.

2. You are interrupted while watching TV. Maybe the phone rings or someone is at the door. Of
course you don't want to miss any part of the program, but you also don't want to use the regular
record function as it would not let you continue watching until after the program was already finished.

This is how you proceed:

Click the “Timeshift“ button. This creates a new smaller video window in which the current

program is being recorded. The timeshift button blinks, indicating the active timeshift mode. The
main window shows a paused image of the program at the time when you clicked the timeshift button
(this is essentially a pause button for the TV program). You can now use the “Play” button to resume
watching at this position. The controls work in the same way as described in the chapter “Playback®.

CHN
Das Erste
EuroSport
Prog
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Recording function

The record is stored in the standard video directory under the name “TimeShiftD0* for digital
channels, or “TimeShiftAQ“ for analog channels respectively. The record will be deleted the next
time you use the timeshift function. If you have installed multiple TT-budget cards in your PC, the
first card uses the designation DO/AQ, the second one D1/A1 etc.

Note:

It is not possible to change the current channel while in timeshift mode. The digital or analog channels are
therefor hidden from the channel list. They become available again after the current recording is complete.

Note:

The timeshift function requires more processing power than a regular recording. If your PC is unable to keep
up with the recording, this may result in errors in the recorded audio or video. Please check if your PC is
capable of using the timeshift function for a fullscreen TV image before using it for your important recordings.
We recommend using a processor capable of 2,4 Ghz or above.

Note:

Advanced users can find further information about the main video window in the chapter “Picture-in-picture®.
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Recording function

9.4 Playback

All recorded programs can be accessed through the “Multimedia“ entry in the channel list. The entry “My
Videos* contains the TV recordings while the radio recordings can be found under “My Music®.

Multimedia
- My Videos
- Animadness - 2005,06,23 09,57,09
BBC News - 2005,06,23 09,55,58

Death Of A Scoundrel - 2005,06,23 09,57,43
Murder, She Wrote - 2005,06,23 09,56,31
Murder, She Wrote - 2005,06,23 09,56 44

In order to watch a recording simply select the entry from the channel list and click on the “Play“> button
on the control bar.

The info window shows the title and date of the recording as well as a progress bar indicating the current
playback position.

10:02:17
e e |

00:00:01 /00:00:08 Playback

Clicking on the progress bar changes the playback position. You can also use the control bar to control the
recording.

Pressing the “Pause“‘l button on the control bar interrupts playback.

The current playback status is shown to the lower right of the progress bar.

Note:

You can put video or audio clips in your storage directory that have not been recorded with the TT-Media
Center. If they are playable in Windows Media Player, you can also watch them with the TT-Media Center.

31



Picture-in-Picture (PIP)

10.Picture-in-Picture (PIP)

The picture-in-picture function allows you to set up and watch four windows with different programs
recorded videos at the same time. One of these windows occupies the biggest part of the screen (main
window) while the smaller ones are located in the corners.

Why picture-in-picture?:
 You are recording a program and would like to watch something diffrent in the meantime?

» You are fed up with switching back after a commercial break only to discover that you missed a
part of the program and would prefer to keep an eye on both channels?
In each of these cases picture-in-picture can help you. Simply do the following:

d
Click the PIP 1 i button to create a new window. The button changes with each created window to show in
which corner the next window will be located.

O TTMadis Corser 4 b ’.. ¥

CHN

Das Erste
EuroSport
Pro 001

00: 0001 J00:04 28

Operation:
- Left-click a window to swap its content with the main window.

« Right-click a window to hide it.
=

« Right-click the = button to show all hidden PIP windows.

« Left-click the é button to close all PIP windows and exit PIP mode.
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Picture-in-Picture (PIP)

Atention:

If a timeshift recording is active when you click the Z2 button, it will be aborted and its window closed as well!

Note:

The PIP function requires a graphics card with DirectX Video Acceleration (DXVA) support.The PIP function
requires a lot of processing power. We recommend using a processor operating at 2,4 GHz or higher.

Note:

If you have more than one appliance supported by TT-Media Center you can open a own picture for every
program. You can choose the channel in the biggest window.

Note:

The PIP windows are not visible in fullscreen mode. If you want to access the windows, please deactive the
fullscreen mode temporarily.

Each additional PIP window increases the workload for your processor. If you open too many windows
once, your PC may be unable to process the video information in time which results in “frozen® images. You

A

can use theZ button to exit picture-in-picture mode if this should happen.
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11.Settings
This chapter describes all settings that can be accessed through the ‘ button located on the control bar.

The settings are divided into several tabs. You will automatically find the appropriate settings for the product
you purchased. For example: you will see the satellite settings tab if you purchased a DVB-S product.

11.1 Region or satellite settings

11.1.1 Products for DVB-S reception

LME lLaw;.-'n:uut ] Recnrding] EPG ] DDraw] Audio ] Remake contral ] kevboard ] Info ]

LME3atelite and DiSEQC settings
DiSEqC LME)Sakellite position

Position & [ Option &

" Mone
LNE 1 W |¢ 19.2°E) Astra 16, 1C, 1E, 1F, 16, 1t v | J
(" Simple
Position B | Option A&
(+ DiSEqC 1.0 LMEZ W |( 13.0°E)Hothird 1, 2, 3, 4, 5 = J

Sending options: [ | J J
(* via Inputrange

' | =L

J [ Use shared ankenna

.................................

04 Cancel

.................................

DiSEqC/LNB/Satellite settings

Use this dialog to change the settings for DISEqC, LNB and the Satellite you are going to use according to
your satellite dish configuration.

Click OK to apply your change and close the window or click Cancel to discard your changes.
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DiSEqC settings

DiSEQC (Digital Satellite Equipment Control) setup is only needed if you have a connection to satellite dish
system allowing you to use satellites on different orbital positions that are accessed through one coax
antenna cable via DISEqC switches.

No DiSEqC

Choose this option if you are directly connected to a satellite dish with only one orbital position.

Simple DIiSEqC

Choose this options when you are connected to a switch with "Tone Burst" control (also known as "Mini-
DiSEQC" or "Simple DISEqC"). You are able to use two LNBs.

DiSEqC Version 1.0

Select this option if you are connected to a switch box or multi-switch with DISEqC control. You can select
between four options. The specific settings can be found from the documentation of the DISEqC switch box
or DISEqC multi-switch, respectively.

LNB/Satellite position

Depending on your DISEqC system you have up to four LNBs with different orbital positions and options.
They are set with the according check box. Afterwards choose the satellite from the list. Additional settings
are available by clicking [ ... ] (Reception test).

Reception test

Click on [ ... ] for a reception test and where necessary a setup for the selected satellite.

You can set the frequency, symbol rate and polarization. Your changes will be applied after clicking OK or
discarded by clicking Cancel. You can also change the LNB setup.

Test Satellite: Astra 1A, 18, 1C, 1E, 1F, 1G,. 1’
Transponder:
[10788)v.22000,56 ~
Frequencsy:
10788 MHz [ Polanzation
Symbol rate: CH o,
22000 kS/s
B Signal shengthy 87 %
LME settings I
Hep |  Cancel [[ 0k ]
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11.1.2 Products for DVB-T reception

It is necessary to set the correct reception region for your DVB-T card in order to successfully perform a
channel search.

L |

Regon |La':n:-ut] Rccnrding] EPG :| COaw : General ' &rnlag TV | Eerboard 1 Imfa

Zounkry:

|l Reegion i
Regon:

|8l Channzls B

Cancel

« Country
Set this to the country you are using the TT-budget card in.

* Region
Select the reception region within your country.
The setting “All Region® - “All Channels” causes all possible VHF and UHF frequencies to be searched.
The channel search will therefore take a little more time. This search method is necessary if you are not
certain why some channels cannot be found with your region settings.
The “All Region*” setting cannot be used in Australia and certain parts of Asia, since the 7 MHz bandwidth

is irregularly used for the UHF band in those regions. The setting “Australia“ - “All Channels® should be
used instead.
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11.2 Layout
Setu p FI'q

Region  Layout lRecDrding] EP ] DDraw] Audio ] Keyl:u:uaru:l] Info ]
Layouk properties

v Always save channel list

Iv Show device selection dialog
[ write logFile

| Conkiguous playback

* Language:

-]

* Text size: |Middle j

* on Screen Display Transparency

' Off ~ —}

* 3 Changes will take effect after restarting the application

L S Cancel

« Always save channel list

Automatically save the channel list when exiting TT-Media Center.

- Show device selection dialog

You are prompted to select the devices for analog / digital reception on every start of the TT-Media Center.
 Write logfile

Create a logfile with troubleshooting information.

« Continuous playback

Continues playback with the next available media file upon reaching the end of a recording. This feature is
useful for recordings that span over multiple files.

- Language

Allows you to choose from several languages to display the TT-Media Center in. The default setting is
german.
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» Text size

Allows you to change the text size in every text field in the TT-Media Center. Change this setting if you
have difficulties reading the text.
«On screen display (only seeable in fullscreen)

Adjusts the time the “on screen display® will be shown.(Off / 3s / 6s / 10s). If you have PC performance
problems we suggest to turn off the screen display. Your alterations will be activated at the next program
start.

11.3 Recording

Reqgion ] Layout  Recording l EP ] DDraw] Audio ] Keyl:u:uaru:l] Info ]

Recording options
T picture and sound..,

o flways on
" IF timer record off

" If recording with timer or H, 264 off

Videa Folder:
| Change

audio Folder:
| . Change

................................

(5] 4 Cancel

TV picture and sound

Enables to deactivate picture and sound for timer recordings. This coukd be rational for timer recordings in
H.264 if your PC-performance is not that good.

- Video folder
Sets the directory where video recordings created with the recording function (see chapter 9) are stored .
« Audio folder

Sets the directory for audio recordings.
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11.4 EPG

Region ] Lavuut] Recording  EPG lDDraw] Audio ] Keybuard] Infao ]

Personal program magazine (Advanced EPG)

Channel lisk: Program magazin entries:
13 TH STREET

Filker:

13th Street (KD {A]
Jsak

F0er Hiks

Sler Hiks —
S0er Hiks
SLive -
acid Jazz E—
Alternative

AMNMIMAL PLAMET

AMIZE HD

ARD-0Online-Kanal

ARD-TEST-1

ARD-TEST-2

arena 1 - Kabelkiosk [ ]
arana 7 - K ahalkingk h

(8] 4 Zancel

«Channel list

These filters control which channels are avaiable for the EPG. They operate in the same way as the channel
list filters.

L Radio and TV channels

h * Encrypted channels and favourites

-Program magazine entries

Here you can create your individual program magazine. Use the arrow buttons to add or remove channels
from the list.

Note:
Only channels in this list will be displayed in the EPGn in der Programmzeitschrift nicht angezeigt.
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11.5 DDraw

Reqgion ] Lawout ] Recording ] EPG  DDraw l Audio ] kevboard ] Info ]

DirectDraw setkings

Direct Draw Filker-chain construction
" YideoMixingRenderer
* YideoMixingRendererd

Deinterlace mode

(+ (™ i

Current mode: Auko

Video Decoder H.Z264 Decoder

Changes will take effect after restarting the application

Cancel

DirectDraw filter chain conduction

-VideoMixingRenderer

-VideoMixingRenderer 9

AChange this setting if you experience problems with the TV display. This setting can effect image quality
depending on your graphics card.

Deinterlace Modus for MPEG2 Videos

«Auto / BOB / Weave

Changes the process for displaying fields in MPEG2 video data. Choose the setting that results in the best
subjective image quality or leave it set to auto.

+H.264 Decoder

Please note ,Use DXVA® only when your graphics card supports DirectX Video Acceleration and when you
have installed the driver. Otherwise problems can occur.

Note:
The H.264 Decoder is not available for all products.
Note:

After starting the H.264 Dekoders a dialog appears. This dialog is made by the producer and maybe it is not
available in all speeches.
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11.6 Audio

Reuinni La!."u:ut| Recarding | EPi I OCraw - General l.ﬁ.nahu T | Kewrhnerdi Tnfo |

r General setbngs

- Audin sethings
¥ Use contredl mizer line "Yolorz"

[ Listen alweys 42-3 Sourd
[T Pacord alvays A3 Sound

Cafigure ACS ban

* 1 Changes will kake effect sfter restarting the spplication

+Use contorl mixer line ,,Volume*

Controls the TV volume about the Windows volume regulation. Choose this setting if the TT Media Center

volume regulation does not work complete.

+Use AC-3 soundtrack / recording AC-3 soundtrack

Possibly a available soundtrack will be sent resp stored if this setting is choosen.

«Configurate AC3-Ton
Further settings for the AC3-decoder.
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11.7 Analog / Digital (only fo TT-budget T-3000)

Analog settings:
« Country (TV norm)

Use this setting to select the country in which you use the TT-Media Center. An incorrect setting usually
leads to reception problems.

( etup R @

Region | Layout | Recording | EPG | DDraw | General  analog TV ]Kevbuard'{' Info |

Analog settings

Counkry (T norm)
]IGermany __:J

Fecording resolution)guality

|

352 x 288 -l

~Widen input - = i Tunet inpuk
v Composite i Antenna
v S-viden 7 Cable

Zhanges will take effect after restarting the application

Cancel

- Recording resolution / quality

Here you can select from several formats for the TV image. The smaller the resolution, the less space is
used on your hard drive to store the recording, but it also reduces image quality. This setting also effects
the size of the TV image in the main window.

* Video input

You can deactivate these settings if you don't intend to connect any external devices to your TT-budget
card. This removes the corresponding entries from the channel list.

« Tuner input

Select whether you use an aerial or cable connection for your TT-Media Center card.
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11.8 remote control (optional)

To show remote control at the first time, push a button on your remote control. Open the settings with the
-‘ button after that. The appliance indentifies the remote control.

I-'-legil:-nl Layouk i Ramrdingi Emz l DDrawi Eeners l Amzlog TV Remoke conkral Ikaybnard! Infa I

~ Configure remoke conkrol
1. Press a key Z. Zelect & cormmand
| 161 e P lj;l--ﬁ Dialog conkral
; . =l ﬁ Figures kays
=. Enkter a name For the key {optional) ﬁ'-'!"ﬁ R
| Key_000037C0 g Layout
7 ik i
4, Accepo the new key cods for the cammand t' f‘_’ List windlow
F-5ap MHF
Accept | FEI--E:? Recard/Flay
Al shown commands:
Undefined.
Flease select a new commarda. .,
<] 1 A 2]
| Iv Display error message box Delete Commardos ” Resiore default I

Open the button ,standard” on the right side to choose your remote control. A wrong model can disrupte the
remote control function.
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‘Standardbelegung

Now you can “train® your remote control to perform any command you choose. Proceed as follows:

1. Press a key on the remote control.
2. Select a command from the list.

3. (optional) Assign a name to the key.
4. Click “Accept”.

The lower left window shows all commands that have already been assigned.

Note:

If at any point you would like to restore the default settings for your remote control, simply click on the
“Restore default* button and select your remote control.
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11.9 Keyboard

Setup

Flegin:lni Layouk I Recarding ! EPG i CiDraw 1 General i fnalog TV Kevboard ! Infa i

Configure remote control
1. Select a ke 2, Select a command

I _:! - ﬂf Dialog contral

E*':':--’f:f Figures keys

3. Enter a name for the key (optional) +§i’ e s
I Ef:--ﬂf Layouk

[+]- Lisk window
4, fccept the new key code For the command E‘:i
5y MHP

ficcepk | 2} ff Record/Play

All shown cormmands:

<] i | E3

v Display error message box Delete Commandos Restore defaulk

Cancel l

This tab allows you to assign hotkeys for any TT-Media Center function. The process is the same as for the
remote control:

1. Select a key from the list.
2. Select a command.
3. (optional) Assign a name for the hotkey.
4. Click“Accept”.
The lower left window shows all commands that have already been assigned.

Note:

If at any point you would like to restore the default settings for your keyboard, simply click on the “Restore
default” button.
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11.10 Info

Iﬁetup

Reginnl Layouk | Recording | EP | DDraw | audio | kevboard  Info |

— Product information

Software wersion:
Tunet:

MaC address:
Subdevice-IC:
Directs version:

Display modus;

Mame of display device:

1.0.7.1 {13.09.2006)
OB Cable

1010 13c2

a.00d

MYIDIA GeForce Ga00

1280 x 1024 pixel (32 bit) (60 Hz)

Cancel

This screen shows all important product informations. You will find software version, tuner, MAC-address,
Subdevice-ID, DirectX-version and graphic adapter.

Note:

MAC-address and software version are important for support.
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12. Common Interface (optionally)

A Common Interface can be complemented to watch encrypted TV channels.

12.1 Installation

1. Turn of the PC and pull out the power plug.
2. Connect the Cl with the PCl-card. Please use the supllied cable.
3. Put the Cl and the PCI-Card on a empty space in your PC and attach them.
4. Stick the CAM with Smartcard into the CI.
5. Turn on the PC and log-in with your pasword if necessary. Please note: You need administrator
rights for installation.
6. If you need further advises for installation you will find a detailed product installation guidance in the
packaging.
Maybe you have to restart your PC after installing the device driver.
As soon as the Cl was recognized by the PC a pink CI _ button appears.
12.2 Setup
éﬁtgr {fcognizing the CAM the CI ‘ button turns into red. To change the Cl setup you have to push the
utton.

Modul Einstellungen

landern mit 0K

AlphaCrypt

AlphaCrypt 3.09 {c) Mascom GmbH

Note:

The Setup depends to the CAM and is developed by the CAMproducer. It can be different from card to card.

47



Settings

12. 3 Utilization

Choose a encrypted TV-channel to use your CI.

Note:

Please avoid to remove the CAM out of the Common Interface during a utilization. The application can
breake down.
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